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Material Safety Data Sheet
Barbicide

Section I-General Information

Distributed by: King Research, Inc
2730 W. Silver Spring Drive,

Milwaukee W153209

Emergency Telephone Number:
CHEMTREC (24 HR Emergency Telephone)
1-800-424-9300

Telephone for Information: (414) 438-8600

Date Prepared: 7/15/09

Prepared by: J. McCabe

Section II- Hazardous Ingredients/ldentity Information

Hazardous CAS# Hazardous | OSHA ACGIH Other Limits % by Weight
Components PEL TLV Recommended (Optional)
*Isopropyl alcohol 67-63-0 Yes 400 ppm 400 ppm 400 ppm NA
Dimethyl benzyl 68424-85-1 Yes N/E N/E N/E NA
ammonium chloride
*Sodium nitrite 90-43-7 Yes N/E N/E N/E NA
*SARA Title Ill Section 313 Reportable
Section Il — Physical/Chemical Characteristics
Boiling Point: 100° C Specific Gravity @25°C: 0.990-1.020
Vapor Pressure (mm Hg) | N/A Melting Point: Not Applicable
Vapor Density (Air = 1) N/A Evaporation Rate Not Applicable
(Butyl Acetate = 1)
Solubility in Water: Complete % Volatiles by Volume Not Applicable
pH: 10.0-11.0 Appearance and Odor: Dark blue liquid with
pleasant odor.

Section IV- Fire and Explosion Hazard Data

Flash Point: 91° F, SETA

Extinguishing Media: Methods suitable for the surrounding fire such as Carbon dioxide, Water, Dry Chemical

Special Fire Fight Procedures: Non Needed

Unusual Fire and Explosion Hazards: N/A

Section V- Stability and Reactivity Data

Stability: Stable

Hazardous Decomposition Products: None

Hazardous Polymerization: Will not occur

Incompatibilities: N/A

Conditions to Avoid: Extreme temperatures
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BARBICIDE MSDS

Section VI - Health Hazard Data

Routes of Entry:
*Skin Contact * Eye Contact *Ingestion *Inhalation

Carcinogenicity: NO ingredients listed as carcinogens by the NTP (National Toxicology Program) or the IARC
(International Agency for Research on Cancer) or regulated by OSHA.

Health Hazards: Irritating to skin and eyes.

Signs and Symptoms of Exposure:
* Eyes: Burningsensation, watering, or redness.
e Skin: Irritation may occurin rare instances.
* [Inhalation: Prolonged inhalation exposure may cause nausea, dizziness or disorientation.

Medical Conditions Generally Aggravated by Exposure: None Known

Section VII- First Aid Measures

Emergency and First Aid Procedures

* Inhalation: Remove to fresh air.

* Ingestion: Drink 1-2 glasses of water. If symptoms persist, seek medical attention. Do not induce vomiting
without medical advice. Probable mucosal damage may contraindicate the use of gastric lavage. Ingestion
of large quantities (greater than 50 ml) can cause circulatory shock. Seek immediate medical attention.

* Skin Contact: Wash liberally with soap and water. If on clothes, wash before reuse.

* Eye Contact: Flush with water for 15-20 minutes.

Section VIII-Precautions for Safe Handling and Use

Handling: Avoid ingestion and eye contact.
Storage: KEEP OUT OF REACH OF CHILDREN.

Section IX- Accidental Release Measures

Spills: Small Spills-(less than 1 gallon) May be washed down a drain with lots of water or cleaned up and
disposed of into a sanitary sewer system. Large Spills- (greater than 1 gallon) Absorb with aninert material and
take to an appropriate waste disposal facility.

Disposal Considerations: This product is not considered a RCRA Hazardous Waste as identified in Federal
Regulations 40 CFR 261. Dispose of product by usingin accordance with label directions orin compliance with
local, state, and federal laws and regulations (contact local or state environmental agency for specific rules).

Section X-Control Measures and Personal Protection

Ventilation and Respiratory Protection: General ventilation is normally adequate.

Engineering Controls: Mechanical (General): Normally sufficient.
Local Exhaust: Not normally needed.

Skin Protection: Rubber Gloves

Eye Protection: Use Safety Glasses when splashinginto the eyes is possible.

Work/Hygiene Practices: A rubber orimpervious apron is recommended when handling quantities greater than 1
gallon.

Section XI-Transportation Information
20of3
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BARBICIDE MSDS

PROPER SHIPPING NAME : Flammable liquid n.o.s. (Isopropyl alcohol)
HAZARD CLASS: 3

UN NUMBER: 1993
PACKING GROUP: IlI

NOT DOT REGULATED UNDER NORMAL PACKAGING CONFIGURATIONS. EXEMPT UNDER THE AQUEOUS ALCOHOL
EXEMPTION OF 49 CFR173.150.

The information herein is presented in good faith and believed to be accurate as of the effective date shown above. However, no warranty, expressed or
implied is given. It isthe responsibility of the user to comply with all Federal, State and Local laws and regulations.

30of3
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MSDS: 0001C

Date Approved: 12/20/2002
Clairol, A Division of P&G

One Blachley Road

Stamford, CT 06922

Material Safety Data Sheet

Status:

Emergency Telephone Number: Transportation Emergency:

(203) 3575678

Call Chemtrec 1-800-424-9300

This sheet has been prepared in accordance with the Requirements of the OSHA Hazard Communication Standard, 29

CFR 1910.1200.

Section | - Categorization

Category:
Pertinent Text

Product Names:

Section |l - Ingredients

Ammoniacal Oxidation (Permanent) Hair Colors, Flammable.

Oxidation Hair Colors contain low concentrations of dye intermediates in an aqueous base.
They are mixed with the developer (hydrogen peroxide) before use. A separate MSDS exists
for hydrogen peroxide.

Miss Clairol Professional, MC Max (except shades 2PR, 3R, 4PR and 6PR), Créme Toner,
Summer Blonde, Complements Gel Color Permanent, Balsam Color, Nice n Easy, Beautiful
Collection Permanent

Ammoniacal Oxidation (Permanent) Hair Colors, Flammable generally contain the following hazardous ingredients:

CTFA NAME CAs®
M-AMINOPHENOL 591275
NN-BIS(2-HY DROXYETH YL}P-PHENY LEN EDIAMINE SULFATE 58262445
RESORCINOL 108463
P-PHENYLENEDIA MINE 106503
PROPYLENE GLYCOL 57556
AMMON IUM HYDR OXIDE 1336216
ETHOXYDIGLY COL 111900
ETHANOLAMINE 141435
NONOXYNOL-4 7311275
HEXYLENE GLY COL 107415
OLEIC AQD 112801
SOYTRIMONIUM CHLORIDE 61790418
ISOPROPYL ALCOHOL 67630
NONOXYNOL-2 27176938
4AMINO-2-HYDROXYT OLUENE 2835952
PEG-15 COCOPOLY AMINE 977159208
FRAGRANCE 999999999
STEARETH-21 977080811
OLEAMIDE MIPA 111057
POLY QU ATERNIUM-22 53694170
CYCLOMETHICONE 69430246
OLETH-2 5274657
OLETH-10 24871349
POLY QU ATERNIUM-6 26062793
C12-15 PARETH-3 98000085
P-AMINOPHENOL 123308
OLETH-5 5353275
DILINOLEIC ACID 6144281

TRADE
MSDS #1C
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Section Il - Ingredients (continued)

SOYTRIMONIUM CHLORIDE 61790418
COCAMIDOPROPYL BETAINE 61789400
I-NAPHTHOL 90153
TRISODIUM EHTYLENEDIAMINE DISUCCINATE 178949821
SODIUM LAURYL SULFATE 151213
STEARYL ALCOHOL 112925
OLEALKONIUM CHLORIDE 37139994

Section lll - Physical/Chemical Characteristics

Specific Gravity (H,0=1): 0.995 -1.009 pH:95-108
Solubility in Water: Partly soluble.

Appearance and Odor: Fragranced liquids. Ammoniacal odor.

Section IV - Fire and Explosion Hazard Data

Flashpoint: 75° to 120° Unit: Fahrenheit

Type: For products containing alcohol. Method: closed cup

Fire Fighting Procedures:

Extinguish fres with ABC all-purpose extinguisher. The type of extinguisher used should be in conformance with local fire
regulations. Fire fighters should use self contained breathing apparatus in enclosed areas.

Unusual Fire and Explosion Hazards:

Not applicable.

Physical Hazards:

According to OSHA, these products are considered to be fammable.

Section V - Reactivity Data

Stability: Stable.

Conditions to Avoid: Heat and sunlight.

Incompatibility (Materials to Avoid): Acids.

Hazardous Decomposition or By Products: May form toxic materials (carbon dioxide, carbon monoxide and
ammonia).

Section VI - Health Hazards and Hazard Data

The TLV of the mixture has not been established.

1. Effects of Acute Accidental Exposure

Eye Contact:

CAUTION. Unmixed oxidation hair colors are eye irritants. When oxidation hair colors are mixed with developers
(hydrogen peroxide),the mixture may cause severe irritation and possible permanent eye injury.

Skin Contact:

May cause skin irritation or sensitization in sensitized individuals.

Inhalation:

Inhalation of ammonia vapors may resultin respiratory irritation .

Ingestion:

Moderately toxic.

2. Effects of Chronic Exposure

A composite mixture of oxidation dyes has been tested in prolonged topical exposure studies oflaboratory animals. No
adverse effects on growth, reproduction or general health were observed. In topical studies no target organ toxicity was
observed other than limited effect on treated skin.

3. Carcinogen Status:

OSHA: No NTP: No IARC: No
4. Route of Enfry:
Inhalation: Yes Ingestion: Yes Skin: Yes

5. Pre-existing dermatitis would likely be made worse by exposure to these products.

TRADE
MSDS #1C Page 2 of 3
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Section VI - Health Hazards and Hazard Data

6. Emergency and First Aid Procedures

Eye Contact:

Remove contact lenses. Flush immediately with plenty of water for 15 minutes. Get medical attention IMMEDIATELY.
Skin Contact:

If spilled, wash skin immediately with soap and water (do not use solvents). Change into clean clothing. If skin irritation or
sensitization develops, contact dermatologist.

Inhalation:

Remove person to fresh air. Increase ventilation.

Ingestion:

Rinse out mouth with water and administer large amounts of milk. Contact Poison Control Center.

Section VII - Precautions for Safe Handling and Use

Steps to be taken in Case Material is released or Spilled:

Contain spill and promptly clean up. Flush with water and wipe with towel or rinse to drain. Floor can be slippery when
wet.

Waste Disposal Method:

Products covered by this MSDS, in their original form, are considered non-hazardous waste according to

RCRA (40 CFR 261.21(a) (1) ).

Additionally, disposal should be in accordance with all applicable Local, State and Federal Regulations.
Precautions to be Taken in Handling and Storage:

Follow fammable liquid handling and storage requirements. Do not store any hair color after it has been mixed with
developer. Decomposition of hydrogen peroxide may occur with increase in pressure and possible container rupture.
Keep away from heat and other ignition sources.

Section VIII - Control Measures

Ventilation:

Exhaust system ventilation should be adequate to avoid buildup of vapors.
Hand Protection:

Use impervious gloves to avoid possible skin irritation/sensitization.

Eye Protection:

Avoid contact with eyes. Use protective eyewear, if splashing is possible.
Other Types of Protection:

Not applicable.

Respiratory Protection:

Avoid inhalation.

Work Hygienic Practices:

Always follow good hygienic work practices. Avoid all skin, eye, and clothing contact with products. In case of contact,
rinse thoroughly with water. Promptly clean up all spills.

Section IX - Transportation Information

DOT Class: Consumer Commodity ORM-D

IMDG: Ethanol Solutions (Limited Quantity) 3.3 UN1170, PGIII (Flash Point: 88°—92°F)

Oxidizing Solid N.O.S.,5.1, UN 1479, PG Il or lII.

Limited Quantity applies only to the following products: Balsam Color 598, 599, Summer Blonde Lightener for Canada,
and Nice n Easy 87,88, 89,97, 97, 130, 101B, 103B, 106B, 114C, 166B, 118B, 118C, 120C, and 126C.

IATA/ICAO: Consumer Commodity Class: 9, ID 8000 Packing Instruction 910.

Not Authorized For Air Transportation applies only to the following products: Balsam Color 598, 599, Summer Blonde
Lightener for Canada and Nice 'n Easy 87, 88, 89, 97, 97, 130, 101B, 103B, 106B, 114C, 166B, 118B, 118C, 120C, and
126C.

TRADE
MSDS #1C Page 3 of 3
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Form# RA.013-02
Issue date: 08/30/01
Revision date: 02/12/03

MATERIAT. SAFETY DATA SHEET

MANUFACTURER: PIIDEA, INC.
ADDRESS: 90 TOKENEKE ROAD
DARIEN, CT 06820
PHONE:  (203)656-7859
MONDAY THRU FRIDAY (8:30 a.m. - 5:00 p.m. EST)
EMERGENCY NO.: (800) 584-8038 24 HOURS

Prepared: 05/25/00 Current MSDS Update: 03/10/03

SECTIONI. MATERIAL IDENTIFICATION

A MATERIAL TYPE: Balsam & Body Total Styling Conditioner

SECTIONIL. INGREDIENTS

Water (Aqua) Alcohol Denat.
Polyquaternium-11 Isobutane

Steareth-10 Propane

Fragrance (Parfum) PEG-2 Oleammonium Chloride
Isopropyl Alcohol Dimethicone Copolyol

DMDM Hydantoin Hydrolyzed Wheat Protein
Methylchloroisothiazolinone Methylisothiazolinone

SECTIONTIIL. PHYSICAL DATA (APPEARANCE)

A.  PRESSURIZED CONTAINER: Yes X No

B.  TYPE CONTAINER(S): PLASTIC BOTTLE __ GLASS BOTTLE
BOX _ METAL CAN X OTHER:

C. DESCRIPTION:  CLEARLIQUID _ LIQUID EMULSION FRAGRANCED X
CLOUDYLIQUID _ CREAM _ OTHER: _Aerosol foam
ODOR:

SECTIONIV. FIRE AND EXPLOSION DATA

A, FLAMMABLE _X_  COMBUSTIBLE _ NEITHER

NOT
B.  FLASHPOINT: __ APPLICABLE X
C.  CONTENTS UNDER PRESSURE: YES X NO

D.  EXTINGUISHING MEDIA: WATER X_ ABC ALL PURPOSE EXTINGUISHER 2.4
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20f3
Form# RA.013-02
Issue date: 08/30/01
Revision date: 02/12/03
co X OTHER:

Balsam & Body Total Styling Conditioner

E. SPECIAL FIRE FIGHTING PROCEDURES:  Since all pressurized aerosol cans may explode when exposed to
excessive heat, protect from excessive heat with water spray.

F.  EXPLOSIVE: YES X_ NO

G.  INSURANCE CLASSIFICATION: LEVELII

SECTION V. REACTIVITY DATA

A, STABLE: YES X NO

B.  HAZARDOUS DECOMPOSITION PRODUCTS: None

C.  INCOMPATIBLE WITH: ~ None

D.  SPECIAL CONDITIONS TO AVOID: HIGH TEMPERATURES
E. CORROSIVE: YES _ NO X

SECTION VI. HEALTH HAZARDS INFORMATION

A ACCIDENTAL INGESTIONS:  Slightly Toxic (LD, > 5g/Kg)

- Call physician or Poison Control Center immediately.

B.  EFFECTS OF EXPOSURE: Rarely presents a problem when used according to directions. This product is safe
for its intended use. Like all consumer products, a very small number of
individuals may have reactions such as redness, rash and/or swelling,

See instructions accompanying product X

C. EIRSTAID: If reaction to product does not subside quickly (in a few minutes) consult physician or
emergency room immediately.

EYE CONTACT:  Flush with copious amounts of water immediately. If reaction persists, consult
physician or eye doctor or emergency room immediately.

SKIN CONTACT:  In the unlikely event a skin reaction such as rashes or swelling should occur, flush area
with water and consult a dermatologist or other physician.

RESPIRATORY:  Reaction not expected. If unusual symptoms develop, discontinue exposure and
consult physician or emergency room immediately.

OSHA (PEL): SD Alcohol = 1000 ppm;
Propane = 1000 ppm; Butane = NE

ACGIH (TLV): SD Alcohol = 1000 ppm;
Propane = 1000 ppm; Butane = 800 ppm

Page
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Form# RA.013-02
Issue date: 08/30/01
Revision date: 02/12/03
Balsam & Body Total Styling Conditioner

SECTION VII. SPILL, LEAK, AND DISPOSAL PROCEDURES

SPILLS, LEAKS: Small spills-Flush with water.
Large spills-Should be collected in suitable container.

DISPOSAL: Disposal should be inaccordance with all applicable local, state and federal regulations.

SECTION VIII. SPECIAL PROTECTION INFORMATION

1. NONE:

2. GLOVES:

3. SEE INSTRUCTIONS ACCOMPANYING PRODUCTS: X

SECTIONIX. PRECAUTIONS AND COMMENTS

A, STORAGE & HANDLING INFORMATION:  Store in dry area at normal temperatures. Avoid storing at high
temperature or near heat source. Avoid freezing temperatures.

B.  Special Storage required: Yes No X
C.  DOT Class: Exempt _ Red Label _ Consumer Commodity ORM-D X
Oxidizer

D.  See instructions accompanying product.

Page
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Blue Cross Beauty Products, Inc.

12251 Montague Street
Pacoima, California 91331
Telephone (818) 896-8681
FAX (818) 899-6420

MATERIAL SAFETY DATA SHEET
Product: Cuticle Remover (Caustic Potash — Anhydrous (all grades))

Emergency Assistance: For emergency assistance involving chemicals call -
CHEMTREC (800) 424-9300

MSDS #: 0C31867
{, Product Indentificati
HMIS Hazard Ratings

Health Hazard - 3 Fire Hazard - 0 Reactivity - 2
Based on the National Paint & Coatings Association HMIS rating system.

SARA/TITLE III Hazard Categories (See Section X)

Immediate (ACUTE) Health YES Reactive Hazard YES
Delayed (Chronic) Health NO Sudden Release of Pressure NO
Fire Hazard NO

Manufacture’s Name and Address: Occidental Chemical Corporation
Customer Service, Occidental Tower
P.O. Box 809050, Dallas, Texas 75380
Telephone - (800) 752-5151
Chemical Name: Potassium Hydroxide CAS Number: 1310-58-3
Synonyms/Common Names: Caustic Potash

Chemical Formula: KOH

Product Use: Glass Manufacture, Industrial Cleaners, Chemical Processes,
Petroleum Industry

DOT Proper Shipping Name: Potassium Hydroxide
DOT Hazard Class: 8
DOT I.D Number: UN1813
DOT Packing Group: II
DOT Hazardous Substance: RQ 1000 Ibs. (Potassium Hydroxide)
DOT Marine Pollutant: NA
Additional Description Requirement: NA
TDG Shipping Name: Potassium Hydroxide
TDG Primary Class: 8
TDG Subsidiary Class(es): (9.2)
TDG Product I.D. Number: UN1813
1
Page
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MSDS -- Cuticle Remover (Caustic Potash)

Page 2

TDG Packing Group II

RL for Division 9.2 50kg.

2. Health Hazard Information

EMERGENCY FIRST AID PROCEDURES

EYES - OBJECT IS THE FLUSH MATERIAL OUT IMMEDIATELY THEN SEEK
MEDICAL ATTENTION. Immediately flush eyes with large amounts of
water for at least 15 minutes, holding the lids part to ensure flushing
of the entire surface. Washing eyes within several seconds is essential
to achieve maximum effectiveness. SEEK MEDICAL ATTENTION
IMMEDIATELY.

SKIN - IMMEDIATELY wash contaminated areas with plenty of water for 15

minutes. Remover contaminated clothing and footwear and wash
clothing before reuse. Discard footwear which cannot be
decontaminated. SEEK MEDICAL ATTENTION IMMEDIATELY.

INHALATION Remove to fresh air; if breathing is difficult, have trained person
administer oxygen. If respiration stops, give mouth-to-mouth
resuscitation. GET MEDICAL ATTENTION.

INGESTION - NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON. If
swallowed, DO NOT INDUCE VOMITING. Give large quantities of
water. If available, give several glasses of milk. If vomiting occurs
spontaneously, keep airway clear. SEEK MEDICAL ATTENTION
IMMEDIATELY.

ROUTES OF EXPOSURE

INHALATION Airborne concentrations of dust, mist or spray may cause damage to
the upper-respiratory tract and even to the lung tissue proper which
could produce chemical pneumonia, depending upon severity of
exposure.

SKIN - Destructive to tissues contacted and produces severe burns. A latent
period may exist between exposure and sense of irritation.

EYE CONTACT
Destructive to eye tissues on contact. Will cause severe burns that
result in damage to the eyes and including blindness.

INGESTION Swallowing can cause severe burns and complete tissue perforation or
mucous membranes of the mouth, throat, esophagus, and stomach.

EFFECTS OF OVEREXPOSURE
ACUTE - Corrosive to all body tissues with which it comes in contact. The effect
of local exposure may consist of multiple areas of superficial

destruction of the skin or of primary irritant dermatitis. Similarly,
inhalation of dust spray, or mist may result in varying degrees of

Page
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MSDS -- Cuticle Remover (Caustic Potash)
Page 3

irritation or damage of the respiratory tract tissues and an increased
susceptibility to respiratory iliness. These effects occur only when the
TLV is exceeded.

CHRONIC No known chronic effects.

TOXICOLOGY DATA
Potassium Hydroxide
Acute Oral LD50 (rat) 365 mg/kg

Regardless of concentration, the severity of damage and extent of its
irreversibility increases with the length of contact time. Prolonged
contact with even dilute potassium hydroxide solution (=>2.0%) can
cause a high degree of tissue destruction. The latent period, following
skin contact during which no sensation of irritation occurs also varies
with concentration.

SYNERGISTIC MATERIALS
None known.

3. IMPORTANT COMPONENTS

CAS NUMBER / NAME

1310583 Potassium Hydroxide (K(OH))

EXPOSURE LIMITS PERCENTAGE
PEL 2 mg/m3, Ceiling VOL NO
TLV 2 mg/m3, Ceiling WT 89.5-90.50

COMMON NAMES
CAUSTIC POTASH
KOH

Listed On (List Legend Below)
131821 == == == == == - —= -

7732185 Water

EXPOSURE LIMITS PERCENTAGE
PEL Not Established VOL NO
TLV Not Established WT 9.50-10.50

COMMON NAMES

Listed On (List Legend BelowO
19 23 == == == = mmm e

All components of this product that are required to be on the TSCA Inventory are
listed on the inventory.

Page
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MSDS -- Cuticle Remover (Caustic Potash)

Page 4
Not listed as a carcinogen - IARC, NTP, OSHA.
List Legend

13 PA Environmental Haz Substance 18 NY Hazardous Substances
19 PA Requirement - 3% or Greater 21 NJ Special Health Haz Sub
23 NJ Requirement - 1% or Greater

4. Fire a losion Da

FLASH POINT None AUTOIGNITION TEMPERATURE Nonflammable

FLAMMABLE LIMITS IN AIR % BY VOLUME -- Upper Not Applicable
Lower Not Applicable

EXTINGUISHING MEDIA
This product is not combustible. Water spray, foam, carbon dioxide or dry
chemical may be used in areas where this product is stored.

SPECIAL FIRE FIGHTING PROCEDURES
Avoid direct contact of this product with water since this can cause a violent
exothermic reaction.

Protective clothing and pressure demand, self-contained breathing apparatus
should be worn by fire-fighters in areas where this product is stored.

UNUSUAL FIRE AND EXPLOSION HAZARD
None. See Reactivity Section.

SENSITIVITY TO MECHANICAL IMPACT
Not Sensitive.

5. Special Protecti

VENTILATION REQUIREMENTS
Special ventilation is not required under normal use. Use local exhaust
ventilation where mist, spray, or re-suspended dust may be generated.

NOTE: Where carbon monoxide may be generated, special ventilation may be
required.

SPECIFIC PERSONAL PROTECTIVE EQUIPMENT

RESPIRATORY
Respiratory protection is not required under normal use. Use NIOSH/MSHA
approved respirators following manufacturer’s recommendations where dust,
mist or spray may be generated.

EY.E

Wear chemical safety goggles plus full face shield to protect against splashing
(ANSI 787.1).

Page
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MSDS -- Cuticle Remover (Caustic Potash)
Page 5

GLOVES
Impervious gloves should be worn. Gloves may be decontaminated by
washing with mild soap and water. Natural and butyl rubber or neoprene,
nitrile and PVC have been suggested.

OTHER CLOTHING AND EQUIPMENT
Impervious protective clothing and chemical resistant safety shoes should be
worn to minimize contact. Wash contaminated clothing with soap and water
and dry before reuse. Emergency shower and eyewash facility should be in
close proximity (ANSI Z358.1).

6. Physical Data
Boiling Point: @ 760 mm Hg 1320 C
Freezing Point: 400 C (742 F)
Vapor Pressure: 60 mm Hg @ 1013 C
Specific Gravity: (H20=1) 2.044 @ 20 C
Solubility in H20 % by WT: Completely Soluble
Vapor Density (Air=1): Not Applicable
Appearance and Odor: White solid with no distinct odor
Odor Threshold (ppm): Not Applicable
pH: 0.01 Moles/liter has pH 12.0

Coefficient Water/Qil Distribution: Not Available
% Volatiles by Vol: Nil

CONDITIONS CONTRIBUTING TO INSTABILITY
Under normal conditions, the material is stable.

7. Reactivity Dat

INCOMPATIBILITY
See Handling and Storage Section. Avoid direct contact with water. This
product may be added slowly to water or acids with dilution and agitation to
avoid a violent exothermic reaction. When handling this product, avoid
contact with aluminum, tin, zinc, and alloys containing these metals. Do not
mix strong acids without dilution and agitation to prevent violent or explosive
reaction. Avoid contact with leather, wool, acids, organic halogen
compounds, or organic nitro compounds.

HAZARDOUS DECOMPOSITION PRODUCTS
None.

CONDITIONS CONTRIBUTING TO HAZARDOUS POLYMERIZATION
Material is not know to polymerize.
8, Handling and Storage

HANDLING AND STORAGE PRECAUTIONS
Do not get into eyes, on skin, on clothing.
Avoid breathing dust, mist or spray.
Do not take internally.
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